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 Mit der einzigartigen L(inks)- und R(echts)-Ausleuchtung überzeugten Cruse-Scanner 
schon Reproduktionsfachleute in aller Welt. Die modellierten Strukturen verführten bereits 
manchen unbefangenen Betrachter dazu, Strukturen zu berühren, die lediglich auf dem 
Druck nachgebildet waren. 
With its unique left and right lighting concept, the Cruse scanner has already won over reproduction 
experts from all over the world. The observer is tempted to reach out and touch the result to see if it 
truly is only two-dimensional.

 Der Texture-Mode wird dadurch erzeugt, dass die links von der Scanzeile leuchtende 
Lampe einen größeren Abstand zur Scanebene hat, dadurch werden Schatten verlängert, 
und eine Modellierung tritt hervor. 
The texture mode is generated by the light on the left of the scan line being a greater distance from 
the plane of the scan, meaning shadows are lengthened, which produces a three-dimensional effect. 

 Ein so genannter Lichtablenker wird vor der linken Lampe am Scannertisch eingescho-
ben. Dieser Ablenker lässt das Licht im Winkel von etwa 40 Grad gleichmäßig über die 
Vorlage fluten. Durch die gezielte Lichtführung werden auch Längsstrukturen plastisch 
ausgeleuchtet.  
A light deflector is pushed in front of the left-hand light on the scanner table. This deflector makes the 
light flow evenly over the artwork at an angle of around 40 degrees. This targeted controlled lighting 
makes even lengthways textures appear three-dimensional.

passed. The decisive argument for the Cruse scanner is 
that the amount and direction of the light is easily controll- 
ed so the valuable and unique work of art is only exposed 
to the bright scanner light for the few seconds that the 
scan line is being passed over it to produce the digital 
image. It was this minimally invasive treatment of the ob-
ject being scanned that led to specialist departments in 
the Finnish National Archive in Helsinki, the Rijksmuseum 
in Amsterdam or leading Decor-specialist Schatt-Decor 
acquiring a Cruse scanner.

Perfectly controlled lighting
The pioneer in the highest standards of reproduction pos-
sible has recently further perfected its already trail-blazing 
lighting techniques. Using a special light deflector, the light 
is directed onto the artwork in such a way as to capture in 
amazingly sculptured detail all the structures running down 
and across the object – it even works on wood artwork as 
large as 100 x 200 cm. The effect of this light deflector on 
textures is shown in the picture of the old Tyrolean front 
door. If such a large piece of artwork were to be exposed 
in the conventional way, you would need either panel lights 
or, in order to avoid shadowing, a greater distance be-

tween the reproduction device and the object, otherwise 
there would be a reduction in light in the centre. In any case 
it would be difficult to digitally image the texture of the 
wood to produce such a sculptured impression. Due to its 
convincing results the Cruse scanner has been regarded 
as the standard in the reproduction of textured surfaces 
for years. It has achieved results that neither a camera 
scanner nor other special scanners could even approach, 
let alone deliver in the quality and quantity of the data 
produced by the Cruse scanner. Image data of one giga-
byte in RGB mode can be produced at resolutions of 
14,000 x 72,000 pixels and for maximum artwork sizes. 
This kind of high-resolution digital imaging is finding a spe-
cific use as artwork in surface finishing, facilitated by the 
fascinating possibilities opened up by analogue and, more 
recently, digital decor printing. � hw
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